**Combination Pan Head, Pilot Point, Mounting Screws**

Used to attach equipment to all CPI racks

- **Pilot point reduces cross-threading**
- **Combination head for use with Phillips and flat head screwdrivers**
- **Zinc plated finish**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Nominal Size</th>
<th>Package Of</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>40605-001</td>
<td>12-24</td>
<td>50</td>
<td>1 lb</td>
</tr>
<tr>
<td>40605-004</td>
<td>12-24</td>
<td>1,000</td>
<td>9 lb</td>
</tr>
<tr>
<td>40605-005</td>
<td>12-24 (Black)</td>
<td>50</td>
<td>1 lb</td>
</tr>
<tr>
<td>40605-006</td>
<td>12-24 (Black)</td>
<td>1,000</td>
<td>9 lb</td>
</tr>
</tbody>
</table>

**Combination Pan Head, Pilot Point, Sems Mounting Screws**

Similar to 40605 except includes captive lock washer.

- **Zinc plated finish**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Nominal Size</th>
<th>Package Of</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>40606-001</td>
<td>12-24</td>
<td>50</td>
<td>1 lb</td>
</tr>
</tbody>
</table>

**Threaded Adapters**

Converts 12-24 rack channel mounting threads to either M6 or 10-32 threads to allow captive thumb screws on equipment to secure in position.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>16343-001</td>
<td>12-24 to M6, pkg. of 2</td>
<td>1 lb</td>
</tr>
<tr>
<td>16344-001</td>
<td>12-24 to 10-32, pkg. of 2</td>
<td>1 lb</td>
</tr>
</tbody>
</table>

**Cage Nuts**

Used in combination with Square Hole Channel Adapters to complete installation of rack-mount equipment. Available in M6 or 10-32 threads.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
<th>Shipping Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>16346-001</td>
<td>M6, pkg. of 20</td>
<td>1 lb</td>
</tr>
<tr>
<td>16347-001</td>
<td>10-32, pkg. of 20</td>
<td>1 lb</td>
</tr>
</tbody>
</table>