
Cross-Connect Blocks / Accessories
Part Number: OR-30200110

Description: 110C5 Connecting Blocks, five-pair, package of ten

110C5s are five-pair, color-coded connecting blocks (clips) that are
used to terminate 22- 26 AWG solid conductors onto 110 wiring blocks

■ Specifications
Performance Category Data/Voice 

Pair Count 5 

Width 1.50" (3.81mm) 

Depth .83" (2.10mm) 

Height .24" (.60mm) 

UL Listing No. E131600 

UL Standard UL1863 

CUL Listing No. E131600 

CUL Standard UL1863 

CSA Listing No. LR 90894 

CSA Standard C22.2 NO. 182.4-M90 

Product Fits Into 110 Wiring Blocks 
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■ Construction
Material Finish/Plating

110C5 Connector Housing  Polycarbonate UL94V-0 

IDC Contact  Phosphor Bronze 90/10 Tin Lead
Plating 

IDC Contact  Phosphor Bronze 90/10 Tin Lead
Plating 

■ Features ■ Benefits
• Standard five-pair color-coded tips
• Terminates using 22-26AWG solid conductor cable

• Identification that allows ease of installation
• Addresses all standard conductor AWG sizes

■ Related Products
110 Wiring Blocks
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