
INFINeSTATION™ Bezels for MEDIATRAK® Raceway are designed for front-load 
installation using Hubbell’s XCELERATOR™ jacks and Hubbell’s Audio/Video 
connectors and fiber keystone adapters. The frames accept any modules in 
3 unit combinations for single-gang. Start by selecting a frame and then the 
required mix of Audio/Video modules.

www.hubbell-premise.com

HUBBELL PREMISE WIRING WORK STATION

� UL and cUL listed.

STANDARDS/LISTINGS/VERIFICATIONS

� ANSI/TIA/EIA-606-A station labeling capability.

� UL 94V-0 rated flame retardant material.

� Mounts to standard NEMA openings and boxes.

� Special 632 panhead combo screw, ¾".

SPECIFICATIONS

Accommodates Industry's Most 
Extensive Line of Audio/Video 
Modules.
Front-Loading Access Simplifies 
Installation.
Application Customization at the 
Workstation.

� Flush Keystone mounting.

� High density:
 • 6-port (single-gang).
 • 12-port (double-gang).

� Field configurable.

� Front-loading, easy snap in assembly.

� Aesthetic, rounded profile.

� Easy module release latch.

� Supports copper and fiber applications.

� Flush mounting with box eliminators.

FEATURES

Raceway Bezel
for MEDIATRAK® Raceway
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ORDERING INFORMATION

HUBBELL PREMISE WIRING WORK STATION

Hubbell Premise Wiring
HUBBELL INCORPORATED (Delaware)
14 Lord’s Hill Road • Stonington, CT  06378-0901 • (860) 535-8326 • 800-626-0005 
Fax: (860) 535-8328 • Internet site:  http://www.hubbell-premise.com

Hubbell Premise Wiring, Asia Pacific 852-2836-7131 Fax: 852-2836-7132
Hubbell Canada Inc. 905-839-1138 Fax: 905-839-9108
Hubbell Premise Wiring, Central America 506-309-4158 Fax: 506-260-1616
Hubbell Premise Wiring, China 8621-6309-0119 Fax: 8621-6309-0122
Hubbell Premise Wiring, Colombia 571-245-8940 Fax: 571-340-0925
Hubbell Premise Wiring, Europe 44-01283 500500 Fax: 44-01283 500400
Hubbell Int’l. Inc., Korea Branch 82-2-(0)2607-1363 Fax: 82-2-(0)2603-7386

Hubbell Premise Wiring, Latin America 305-408-4501 Fax: 305-408-8201
Hubbell de Mexico, S.A. de C.V. (5255) 9151-9999 Fax: (5255) 9151-9989
Hubbell Premise Wiring, Middle East 971-4-393-4192 Fax: 971-4-393-4194
Hubbell-Taian Co., Ltd., Taiwan 886-2-2522-1862 Fax: 886-2-2522-1872
Hubbell Premise Wiring, Turkey 90-216-313-5016 Fax: 90-216-414-8148
Hubbell Premise Wiring, Venezuela 58-416-680-7453 Fax: 58-281-274-7900

INFINeSTATION™ Bezel for MEDIATRAK® Raceway

Order Information

ACCESSORIES

The INFINeSTATION™ Raceway Bezel accepts any modules in 3 unit combinations for single-gang.
Delivery:  Single-gang 1 per bag.  Double-gang: 1 per bag/carton of 10.
Color Catalog No.
Office White MTPIMBZOW

 KEYSTONE KEYSTONE KEYSTONE KEYSTONE SC ANGLED SC ANGLED
 1-port, Flat 2-port, Flat 1-port, Angled 2-port, Angled 1 Duplex 2 Duplex
 1 Unit 1 Unit 1.5 Unit 1.5 Unit 1.5 Unit 2 Unit

Catalog No. IM1K1XX IM2K1XX IM1KA15XX IM2KA15XX IM1SCA15XX IM2SCA2XX
XX = Color:  'BK' = Black; 'EI' = Electric Ivory; 'GY' = Gray; 'OW' = Office White; 'TI' = Telco Ivory; 'W' = White.

Order Information

    KEYSTONE KEYSTONE

 BLANK BLANK BLANK Recessed angle Recessed angle
 0.5 Unit 1 Unit 1.5 Unit 1-Port, 1.5 Unit 2-Port, 1.5 Unit

Catalog No. IMB05XX IMB1XX IMB15XX IM1IA15OW* IM2IA15OW*
XX = Color:  'BK' = Black; 'EI' = Electric Ivory; 'GY' = Gray; 'OW' = Office White; 'TI' = Telco Ivory; 'W' = White.

* Available in Office White only.

Unloaded Modules

For complete ordering information on Hubbell's extensive 
line of loaded Audio/Video Modules, please see the Full Line 
Catalog pages B14 to B16.

Hubbell Labeling Solutions* Catalog No.
Face Plate Labels, white adhesive XPLFPA10W
Face Plate Labels, white paper XPLFP10W
Face Plate Labels, clear adhesive XPLFPA10C
Port Icon Labels, white adhesive XPLIPA10W
Port Icon Labels, clear adhesive XPLIPA10C
Pre-Printed Icon Label Booklets (5-packs) 
Icon Labels, clear adhesive with black text  XPICONS
Icon Labels, clear adhesive with white text  XPICONSW
* Contact our website at www.hubbell-premise.com for our unique Labeling Software.

Labeling


