
Moog Videolarm offers an array of diverse mounts and brackets to complement our dome camera housings.  These mounts and brackets 
allow the dome enclosures to fit a variety of applications.
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Dome Straps, Mounts, & Brackets:

Parapet Mounts:

ACA2
Aluminum corner mount bracket 
with female inserts (black)
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•  Durable powder coat finish 
•  All aluminum construction
•  Threaded bolt inserts to make

installation easier and quicker
•  75 Lbs. load rating
•  ACA2W (white)

WM30G
Aluminum parapet mount bracket, 
includes 1½” NPT

PRM50G
Heavy-duty aluminum parapet 
mount bracket with 20” extension, 
includes 1½” NPT

WMSM7
Wall mount for SM7 and 
SM75 housings

•  APC3 3” thick straps

APC2
2” thick pole clamps for APM3, PM3, 
ACH13’s: SS banding with easy to 
bolt together buckles

CA15
Ceiling mount adapter, with 
junction box, includes 1½” NPT

WM20G
Aluminum gooseneck wall bracket

WM40W
Wall mount bracket for IR 
illuminators and ACH13 or ACH8 IR 
lights not included •  Mounts to poles 3”- 6” dia. with       

  included pole straps (2)
•  Conduit holes on sides with (2)   

  knockouts on the back 
•  Threaded bolt inserts to make

installation quicker and easier
•  Durable powder coat finish
•  Sealed junction box for       

 terminating wires
•  25 Lbs. load rating

APM6
Aluminum pole/wall mount adapter 
with pole straps
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•  Durable powder coat finish
•  All aluminum construction
•  1½” pipe thread on end for

quick and easy dome mounting
•  60 Lbs. load rating

•  Durable powder coat finish 
•  All aluminum construction
•  1½” pipe thread on end for

quick and easy dome mounting
•  50 Lbs. load rating

1.38

4.95R

2.50

11.88 .50Ø

2.19

10.89

for conduit
.250" plot hole, 

TYP. 4 PLCS

2.00
3.25

7.00

5.50

.75

Moog Videolarm, 2525 Park Central Boulevard, Decatur, GA 30035 USA     1.800.554.1124  www.videolarm.com500-697    12-12-2011

2.0
50

4.5
114

4.25
108

5.5
139

5.4
137

Ø .420
10

MIO THREAD

8.1
204

2.75
69

.98
24

ONE HOLE FOR ½” CONDUIT,
ANOTHER FOR ¾” CONDUIT 5.5

138


