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Pliers

WARNING: Always wear approved eye protection. 
WARNING: NOT insulated. Plastic-dipped or slip-on  plastic  

handles are NOT intended for protection against electrical shock. 

All dimensions are in inches and (millimeters).

Electronics Long-Nose Pliers

Slim Long-Nose Pliers
Additional Features:

•  Longer nose and handles for deeper reach into work.

•  Spring-loaded for self-opening action.  

•  Curved handles provide greater tool control.

 

Cat. No. Overall Length Jaw Length Jaw Width Jaw Thickness Knife Length Point Thickness Handle Finish Handle Color Weight (lbs.)

Knurled Jaws – Sure-wrapping and looping

D307-5 1/2C 5-5/8" (143 mm) 1-11/16" (43 mm) 1/2" (13 mm) 5/16" (8 mm) n/a 1/32" (.8 mm) plastic-dipped yellow .15

Smooth Inside Jaws – Radiused jaw edges help prevent nicking wire

D327-5 1/2C 5-5/8" (143 mm) 1-11/16" (43 mm) 1/2" (13 mm) 5/16" (8 mm) n/a 1/16" (1.6 mm) plastic-dipped dark blue .16

D307-5 1/2C

Midget Flat Long-Nose Pliers
Additional Features:

•   Jaw width tapers to narrow flat tip for sure gripping  
in confined areas.

•  Polished inside jaws help prevent nicking wire.

•  Spring-loaded for self-opening action. 

•  Curved handles provide greater tool control.

Cat. No. Overall Length Jaw Length Jaw Width Jaw Thickness Point Thickness Handle Finish Handle Color Weight (lbs.)

D323-4 1/2C 4-13/16" (122 mm) 1-1/16" (27 mm) 7/16" (11 mm) 1/4" (6 mm) 1/8 x 1/16" (3 x 1.6 mm) plastic-dipped royal blue .14

D323-4 1/2C

Tapered Long-Nose Pliers
Additional Features:

•  Larger and sturdier yet tapered design allows access  
into tight areas.

•  Knurled jaws for sure wrapping and looping.

•  Spring-loaded for self-opening action. 

•  Curved handles provide greater tool control.

Cat. No. Overall Length Jaw Length Jaw Width Jaw Thickness Point Thickness Handle Finish Handle Color Weight (lbs.)

D310-6C 6-5/8" (168 mm) 1-7/8" (48 mm) 11/16" (18 mm) 3/8" (10 mm) 1/16" (1.6 mm) plastic-dipped yellow .27

D310-6C

Midget Long-Nose Pliers – Slim-Nose
Additional Features:

•  Lightweight, slim-nose pliers for precision  
subminiature assembly work.

•  Knurled jaws for sure-wrapping and looping.

•  Curved handles provide greater tool control.

Cat. No. Overall Length Jaw Length Jaw Width Jaw Thickness Point Thickness Handle Finish Handle Color Weight (lbs.)

D321-4 1/2C* 4-13/16" (122 mm) 1-1/16" (27 mm) 7/16" (11 mm) 1/4" (6 mm) 1/32 x 1/16" (.8 x 1.6 mm) plastic-dipped royal blue .14

Smooth Inside Jaws – Radiused jaw edges help prevent nicking wire

D322-4 1/2C* 4-13/16" (122 mm) 1-1/16" (27 mm) 7/16" (11 mm) 1/4" (6 mm) 1/32 x 1/16" (.8 x 1.6 mm) plastic-dipped royal blue .14
*Spring-loaded for self-opening action.

D322-4 1/2C




