
Trap-Eze Connector
T&B Catalog Number:

B998EG
UPC Number: 78599104918
Status: Active
Description:

Connector End Mount, Electro-Galvanized Steel, For use with 3/8 Inch
and 1/2 Inch Threaded Rod
Features

Easily installs above or to the side of an existing as-

sembly, eliminating the need to disassemble and

reassemble the trapeze.

Connectors can be reused upon disassembly of a

trapeze.

Designed for either 3/8 in. and 1/2 in. threaded rod.

Designed for use with the innovative Kindorf Trap-

nut Strut Fastener, which can take up to 43% less

time than standard nuts and washers on retro-fit

trapeze applications.

View window provides safety zone for strut length.

General

Material Steel

Finish SilverGalv

Packaging

T&B Order Multiple 1

Package in Units 20

T&B Sold in UOM Each

T&B Weight Per UOM 50.5 lbs. per 100

Application Support

T&B Instruction Sheets ta04501-tb2

Product Brochure-Trapnut Strut Fastener Available on Website

Product Brochure-Trap-Eze Connector Available on Website

Certifications

RoHS Compliance Yes

For further technical assistance, please contact us...

Thomas & Betts - USA
8155 T&B Blvd.
Memphis, TN 38125
www.tnb.com

T&B Technical Support
MS 3B-50
8155 T&B Blvd.
Memphis, TN 38125

Hours: 7AM - 6PM CDT
Monday-Friday
Phone: (888) 862-3289
Fax: (901) 252-1321
Email:techsupport@tnb.com


