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Projector mounts

cMS0xx0xx Adjustable  
Extension Columns

 n  Aluminum extension columns  
feature notched design for  
adjustment without disassembly 

 n Flow-through cable management   
 with cable exit port (12" [305 mm] 
 or longer)

 n Weight Capacity: 500 lbs (227 kg)

 n Available in black, silver and white

cMa274 Cable Cover  
for Columns

 n  Snap-on cover for routing cables 
alongside extension columns

 n Hides cables for a clean appearance

 n CMA275: kit of three CMA274 

cMS0xx Fixed Extension  
Columns

 n  Aluminum extension  
columns feature easy installation 
and maximum strength 

 n  Flow-through cable manage-
ment  with cable exit port (9" 
[229 mm] or longer)

 n Weight Capacity: 500 lbs (227 kg)

 n Available in black, silver and white

Model Length

CMS006009 6-9" (152-229 mm)

CMS009012 9-12" (229-305 mm)

CMS012018 12-18" (305-457 mm)

CMS018024  18-24" (457-610 mm)

CMS0203 2-3’ (0.6-0.9 m)

CMS0305 3-5’ (0.9-1.5 m)

Model Length

CMS0406 4-6’ (1.2-1.8 m)

CMS0507 5-7’ (1.5-2.1 m)

CMS0608 6-8’ (1.8-2.4 m)

CMS0709  7-9’ (2.1-2.7 m)

CMS0810 8-10’ (2.4-3.1 m)

CMS0911 9-11’ (2.7-3.4 m)

CMS1012* 10-12’ (3.1-3.7 m)* Cannot ship by UPS due to length.

COluMN ACCESSORiES

Common installations

cable management 
CMA274

stability 
CMA340

EXTENSiON COluMNS

Common installations

fixed & adjustable

Model Length

CMS003* 3" (76 mm)

CMS006* 6" (152 mm)

CMS009 9" (229 mm)

CMS012  12" (305 mm)

CMS018 18" (457 mm)

Model Length

CMS024 2’ (0.6 m)

CMS036 3’ (0.9 m)

CMS048 4’ (1.2 m)

CMS060  5’ (1.5 m)

CMS072 6’ (1.8 m)

* Steel construction.

acceSSoRieS

STRuCTuRAl ADAPTERS cont.

cMa372 Offset unistrut Adapter
 n  Features offset for transitioning  

cables out of extension columns

 n  includes spring nuts and bolts to  
attach to 1.63" (41 mm) unistrut

 n Weight Capacity: 500 lbs (227 kg)

cMa165 internal joist Ceiling kit
 n  Expands to bridge ceiling  

joists and transition to vertical  
extension column

 n joist Width: 16 or 24"   
 (406 or 610 mm)

 n Weight Capacity: 50 lbs (22.7 kg)

cMa385 internal joist Mount
 n  Expands to bridge ceiling  

joists and transition to vertical  
extension column

 n joist Width: 10-23"   
 (254-584 mm)

 n Weight Capacity: 300 lbs (136 kg)


