
Product dEScrIPtIoN:
Assurance Plus™ latex, crinkle finish, seamless nylon liner, blue.
 • Ergonomic design ensures exceptional fit to reduce hand fatigue.
 • Fully coated latex protects hands and wrists from mechanical as  
   well as certain chemical hazards.
 

Applications:

 Used for industrial chemical handling, detergent handling, farming, 
janitorial tasks, home general duty and gardening.

Latex Coated SeamLeSS Lined GLoveS

dImENSIoNS:

Size Available            S M L XL XXL 
Over Length (cm) – A 30.0 30.0 30.0 30.0 30.0
                      (in) 11.8 11.8 11.8 11.8 11.8
Palm Width (cm) – B 10.5 11.1 11.7 12.1 12.5
                     (in) 4.1 4.4 4.6 4.8 4.9
Thumb Length (cm) - C 5.0 5.5 5.5 6.0 9.5
                          (in) 2.0 2.2 2.2 2.4 3.7
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BarcodE # dozEN caSE      

55-1635/XXL 01613614124128 02616314124127
55-1635/XL 01613614124111 02616314124110
55-1635/L 01613614124081 02616314124080
55-1635/M 01613614124098 02616314124097
55-1635/S 01613614124104 02616314124103
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tEchNIcal data:
Material: Latex with nylon liner
Color: Blue
Cuff Style: Pinked cuff
Available Sizes: S - XXL
Packaging: 12 pairs per dozen, 6 dozen per case
Case Dimensions (cm): 43.0 X 32.0 X 32.0 / (in): 16.9 x 12.6 x 12.6
Case Weight: 34.1 lbs / 15.5 kg
Manufacturer Certifications: ISO 9001:2000 certified
Country of Origin/Harmonization Code: Malaysia/6116.10.6500

Laundering Instructions:

It is strongly advised not to wash and re-use these gloves when they are 
used to protect against chemical products.

CAUTION: This style contains natural rubber latex which may cause allergic reactions. Safe use by or on latex-sensitive individuals has not been established. 
This document is the property of PIP and the information contained herein is proprietary to PIP.

c

PErformaNcE ProPErtIES:

EN388: 3231
Abrasion  0 1 2 3 4 
Cut  0 1 2 3 4 5
Tear  0 1 2 3 4 
Puncture  0 1 2 3 4 
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