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 62-321PF

AMBI-DEX® EXAM GRADE 
DISPOSABLE LATEX GLOVE, 
POWDER FREE - 5 MIL
•  Fully textured provides a good grip in wet or dry environments
•  Ambidextrous for quick and easy donning
•  Powder-Free to reduce allergic reactions
•  Beaded cuff adds additional strength to cuff edge for longer glove 

life and prevents liquid run-off
•  Made from component materials that comply with Federal 

Regulations for food contact 21 CFR, 170-199

APPLICATIONS
• Laboratories 
• Production 
• Inspection 
• Cleaning 
• Light duty applications

TECHNICAL DATA
MATERIAL Natural rubber latex

COLOR  Natural

SIZES S - XL

PACKAGING 100 pcs per inner; 10 inners per carton (1,000 pcs)

CASE 16.1” x 9.8” x 10” / 40.8cm x 24.8cm x 25.3cm

CASE  
WEIGHT

S M L XL

16.7 lbs / 7.6 kg 17 lbs / 7.7 kg 18 lbs / 8.2 kg 19.7 lbs / 8.9 kg

COO Indonesia
 
ELONGATION INFORMATION 

BEFORE AGING AFTER ACCELERATED AGING
Tensile Strength 

(minimum)
Elongation 
(minimum)

Tensile Strength 
(minimum)

Elongation 
(minimum)

(Mpa) % (Mpa) %

18 650 14 500
 
BARCODES

ITEM BAG DISPENSER CASE

 62-321PF/S --- 616314004964 02616314004964

 62-321PF/M --- 616314004971 02616314004971

 62-321PF/L --- 616314004988 02616314004988

 62-321PF/XL --- 616314004995 02616314004995

DIMENSIONS (in/cm)

S M L XL

A 9.5 / 24 9.5 / 24 9.5 / 24 9.5 / 24

B 3.1 / 8.0 3.7 / 9.5 4.4 / 11.1 4.5 / 11.4

Palm Thickness: 5 mil

Cuff Thickness: 4 mil

Finger Tip Thickness: 6 mil
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