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Power over Ethernet (PoE)  

Electrical 

Yes - IEEE 802.3af class 0

All information and specifications correct at the point of publication, but may be subject to change without notice.   
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*Current available for lock depends on number of monitors connected - some power 
calculation required.

Panels per system 

Monitors per system 

IPv6 protocols 

Max distance between 
Panel and Switch, Monitor 
and Switch 

Ethernet bandwidth requirement 

Communication   

100 

1000

Unicast & Multicast 

330ft

1mb/s multicast per panel during call

Operating temperature:
Monitor
Panel 
Moisture resistance  

Environment  

Min 32°F - Max +113°F   

Monitor - Indoor use only  
Panel - External use 

Min 4°F - Max +122°F

Other features  

'View video' mode 

Built-in help menu 

PIN/Code entry 

Selectable ringtones 

Do Not Disturb function 

Handset/speakerphone operation

Low light visibility

Video screen 

Features  

Audio system 

Yes - 3 feet

Two way - Full duplex

Color 

Back-lit keypad/LCD 

Max current draw of lock

Software required 

RFID and PIN capability 

RFID Paxton tokens 

Yes - Configurable

Camera image sensor 

Camera lens 

1/3" CMOS with 728(H) x 488(V) 
effective pixels 

f3.6mm with a viewing angle of 
72°(H) and 62°(V) 

650mA

v4.25 and above 

Yes - with Net2 Access Integration

Yes - with Net2 Access Integration
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Net2 Entry - Monitor 

Net2 Entry - VR panel, flush mount 

Net2 Entry - Monitor desk-mount 
stand 

Net2 Entry - Panel flush-mount 
backbox 

Net2 Entry - Control unit 

Net2 Entry - VR panel, surface 
mount with rain hood  

Net2 Entry - Panel 

Net2 Entry - VR panel, surface 
mount 

Net2 Entry - Extension switch 


