
FEATURES & BENEFITS

SPECIFICATIONS

1GANG LV NAIL ON BRACKET FOR NEW
CONSTRUCTION

AC100901 | OnQ

Designed for use in single gang openings, the 1Gang LV Nail on Bracket is ideal for low voltage installations such as
keystone wall plates and audio keypads. Intended for new construction projects, this bracket installs easily and
securely with the included nails. The bracket features a top opening for integrated cable management and easy
connections.

Constructed with rigid, durable plastic, the bracket installs securely with heavy, fullsized nails
Spacious opening accommodates larger low voltage devices and makes wiring a breeze
Features top opening for convenient cable management

GENERAL INFO

Color: Gray

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS

RoHS: Yes
UL Standard: Yes
UN SPSC: 43223307

DIMENSIONS

Depth (Metric): 43.18 mm
Depth (US): 1.7"
Height (Metric): 132.08 mm
Height (US): 5.2"
Length (Metric): 43.18 mm
Length (US): 1.7"
Width (Metric): 99.314 mm
Width (US): 3.91"
Product Weight (Metric): 0.01 kg
Product Weight (US): 4.5 lbs

TECHNICAL INFORMATION

Material: Cast Alloy
Operating Temperature (Celsius): (40°C to 60°C)
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