
PR O D U CT  OV E R V I E W

These cages are an excellent way to protect your emergency lights against both 
vandalism and accidental damage. Some of the newest members of the STI Wire 
Guard Range; these cages were created in response to multiple requests from STI 
customers. They are easy to install with all screws and anchors provided. Constructed 
of tough steel wire that is coated with corrosion resistant polyester. All are backed by a 
three year guarantee against breakage in normal use.

H O W  I T  WO R KS

A simple 4 fixing point installation makes them easy to mount, and removal is simple 
for servicing the protected device. They are highly recommended for areas where 
abuse is severe or it is imperative emergency lights continue to operate.

K E Y  F E AT U R ES
 General Information

· Help to protect emergency lights 
  from vandalism and misuse.

· Three year guarantee against 
  breakage in normal use.

 Design

· These steel cages are designed to 
  protect essential emergency 
  lighting from vandalism and 
  misuse.

· Designed so there is no 
  interference with the operation 
  of the protected device. 

 Construction

· Constructed from plastic coated, 
  heavy-duty galvanised steel 
  rod.

 Installation

· A simple 4 fixing point installation 
  can retrofit over existing devices. 
· Fast and easy installation.

· Simple removal for servicing 
  of devices.

 Options

· Where additional security is 
  required, tamper resistant screws 
  and matching bits are available. 

STI Emergency Light Cages

H E AV Y- D U T Y  CAG ES

For more information, call +44 (0)1527 520 999 or visit www.sti-emea.com
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M O D E L S  AVA I L A B L E
STI-9640 Emergency Light Cage 
STI-9641 Emergency Light Cage
STI-9644 Emergency Light Cage
STI-9645 Emergency Light Cage
STI-9648 Emergency Light Cage
STI-9649 Emergency Light Cage
STI-9650 Emergency Light Cage
STI-9703 Emergency Light Cage  
Accessories:
KIT-82  Tamper resistant screws, #8 x 

1 1/2” snake eye (qty 4)
19038 Tamper bit for tamper resistant  
 screws (5/16”) 

STI Emergency Light Cages
Dimensions and Technical Information

Product 
Code

Height Width Depth

STI-9640 267mm 349mm 70mm

STI-9641 273mm 372mm 100mm

STI-9644 220mm 450mm 128mm

STI-9645 350mm 550mm 150mm

STI-9648 160mm 460mm 150mm

STI-9649 273mm 629mm 286mm

STI-9650 270mm 780mm 170mm

STI-9703 127mm 343mm 102mm

*NB Cage sizes may vary from -5 to +5 millimetres

R E L AT E D  M O D E L S  AVA I L A B L E:
• Steel Web Stoppers® (STI-9600 series)

• Clock & Bell Cages (STI-9631 series)

• Beacon & Sounder Cages (STI-9614 series)

• Motion Detector Cages (STI-9620 series)

• Smoke Beam Cages (STI-9624 series)

• Fluorescent Light Cages (STI-9880 series)

• Bay Light Damage Stopper® (STI-9702)

• Light Damage Stopper® (STI-9703)
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I M P O R TA N T  N OT I C E 
Guard may reduce projected light values. Verify correct emergency light requirements 
when using guard (NFPA 101).


